AR401SB AR502SY
(BLACK) (BLACK)

18Gx15cmx2
+16Gx15cmx3(5wire)

18Gx15cmx2
+16Gx15cmx2(4wire)

AR502SB AR401SY - AR301SB
-
185> 18Gx15em2 2 18Gx1Sem1

+16Gx15cmx2

+16Gx15cmx3(5wire) +16Gx15cmx2(4wire)

AR501T AR-SB ([ AR502L J AR-SY
5Pin (BLACK) (BLACK) (YELLOW)
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RESISTOR

< . The resistor able working with the
For trick the car computer St !
specification for customer’s request

LED RESISTOR-
connected across the turn
signal bulbs to simulate the
load of a regular filaament bulb.
One resistor is required for
each turn signal bulb.

In current :

50Ww8Q 25wWeQ  10W3Q
50W10Q 25W6.8Q 10W7.5Q
50W12Q 25W8.2Q

50W24Q 25W24Q

50W30Q 25W25Q

50W8Q

CIRCUIT BREAKER

Automotive reset provides protection in installation where it is not possible
to manually reset breaker because of location or safety requirement.
Used in DC applications, automative, RV, air conditioners, battery charge,
machine tool any application requiming over current protection.

TIME VS PERCENT OF RATED CURRENT

h 1000 11 1110 1 1 1 1 1 1 111 1 TN -k-3
i= <00 OVERLOAD| TRIP TIMEW
o= 800 100% NO TRIP 1]
= 150%% TRIP 1 HOUR
¢ 700 200% 30-50 SEC [
2 so0 300% 1.1-10 sec_ | Hil
= soco | L] [ 400% 0.5-4.0 SEC
o 500% 0.33-20 SEC
.. 400 = an
S S500% 0.16-1.3 SEC |
— 300 700% 0.1-1.0 sec ||
5200 " T T T LI I
O :

100
o | [ 111}
o o

1 10 100 1000 10000sec
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